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Link do produktu: https://www.taniosat.pl/konwerter-satelitarny-monoblock-twin-Inb-1762-p-6854.html

| Manoblock Twin LNB 6 deg SRT L 762
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Opis produktu

KONWERTER SATELITARNY
MONOBLOCK TWIN LNB

L762

Cena

Numer katalogowy
Kod producenta
Kod EAN

EAN (GTIN)

Kod producenta
Marka

Waga produktu z
opakowaniem
jednostkowym

Typ

Model

Waga produktu
Wspétczynnik szumoéw

Srednica uchwytu

135,00 zt

SRT L762

SRT L762
8717185444346
8717185444346
SRT L762
Strong

0.3

monoblock
SRT L762
0.3

0.2

23 mm

KONWERTER SATELITARNY MONOBLOCK TWIN LNB L762
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DIGITAL TV

High performance technology

= For analogue and digital reception of
Satellites with 6° distance, i.e Eutelsat
10° and 16°

- = With two outputs, DiSEQC controlled

* = Qualified for use in harsh environments
= Extremely low noise figure (0.2 dB)
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Input Frequency Range Low: 10.7~11.7 GHz
High:: 13, 7= 12:75 GHz

Output Frequency Range Low: 950~ 1950 MHz
, - High: 1100~ 2150 MHz

LO Frequency Lowe- 975 GH ¥

High: 10.6 GHz
LO Initial Accuracy (@25 °C) + 1:.0.MHz
Noise Figure . 0.2 dB (Typ.)
Conversion Gain 50dB
DC Current Consumption 220 mA (Max.)
Polarization Switching Voltage Ve LIS = SN

H: 15821 ¢
Band Switching Pulse Low: 0kHz

High: 22 kHz
Operation Temperature -40 ~ +60 °C
Output connector 75 Ohm F type

Technical alterations reserved
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